
It can easily be mounted with screws or by welding. This 

leak-proof tank wall plate ensures a convenient and easy 

installtion of the fi ber optic feedthroughs and sensors. 

 

1-18 feedthroughs could be installed on one plate. 

Compatible fiber optic sensors, are also available on 

request. 

 

Layout and design of the plate is according to customer 

requirements  
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DISCLAIMER – PLEASE READ CAREFULLY  
This datasheet is based on Weidmann’s knowledge as of the date of its publication. Instructions and explanations, while substantially accurate, are non-binding. Illustrations, specifica-
tions and average values are subject to change, do not guaranty actual product characteristics or specifications and are intended only to indicate possible uses of the Weidmann pro-
ducts. Customers alone must determine whether the products are suitable for their particular use and intended application and assume all risk and liability for unsafe or improper use or 
application. Weidmann shall not be liable for catalogue printing or other errors, for changes to Weidmann products or for any defects in the technical data or use of any information 
contained in the catalogue. Weidmann reserves the right always to revise the catalogue at any time, without notification. No part of this catalogue can form any part of or amend or alter 
any provision of any contract with respect to the Weidmann products. With respect to products in this catalogue, Weidmann disclaims all warranties, express or implied, including but 
not limited to, implied warranties of merchantability and fitness for a particular purpose. Weidmann shall not be liable for direct, indirect, special, incidental or consequential damages 
arising out of the purchase or use of products in this datasheet.  

 

 

FIBER OPTIC  

ACCESSORIES 

 

TANK WALL 
PLATE 
 

Key Features 

• Easy to install 

• Long-term functionality 

• Leak proof 

• 1-18 optical feedthroughs possible 

• Fast access to the fiber optic sensors  

TECHNICAL SPECIFICATION 

Material 
Stainless steel or cold-rolled 

steel 

Dimension On customer request 

Number of 

feedthroughs 
1 - 18 

Mounting 
Welded or screwed on tank 

wall 

Probes 
Compatible with all Weidmann 

fiber optic temperature probes. 


